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Dear Customer! 

 

This instruction manual is valid for the machine Mulcher. It is made for the persons who 

work with this machine and it gives you advices for the use, the adjusting and the operation 

of the machine Mulcher.  

The Mulcher is a high-quality-product from HMF Hermeler Maschinenbau GmbH Füchtorf. 

Please read carefully and follow the instruction manual to be able to use all the advantages 

of your new machine.  

We have to refuse warranty claims, which are attributed to operating errors. 

Please give us the following information’s in each case of ordering replacement parts: 

 

1. Machine number 

2. Type 

3. Construction year  

 

Machine number, type and construction year are hammered into the identification plate at 

the right front side of the machine.  Descriptions “left” or “right” are always meant in 

moving direction.  

 

You have to apply only original spare parts of our company. 

Right of technical modifications reserved. 

 
 
 
 
 
Specifications 
 
 Type  Mulcher 
 Total width    1900 mm 
 Total height   1200 mm 
 Total length    1600 mm 
 Total weight   Ca.850 kg 
 Needed power   90 HP 
 Propulsion :   mechanical by PTO drive 

shafts  
 
Right of technical modifications reserved 
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1. Accident prevention 
 
This sign on the machine or in the instruction manual draws your attention to the 
security advices. If you don’t pay attention to it, there is danger for your life and 
serious injuries. Please observe all rules and instructions and give them to all other 
users, too!  
 

1.1 Security and accident prevention instructions 

For your own security 

 
- Please test all functions of the machine before starting to work, to be ready for 

working with the machine! 
- The operation of the machine is done by the driver of the tractor and happens 

while sitting on the driver’s seat. Further persons have to be removed out of the 
dangerous range of the machine.  

- Attention! Between tractor and machine there is danger of contusion. It is not 
allowed to stay in the dangerous area.  

- Before every use do switch the handles for the lifter and the PTO shaft to „0“. 
- Approximately 10 hours after starting up you have to check and - if necessary - 

tighten all screws and bolts!  This is especially important for the wheel-bolts.  
- Never do workings of maintenance, service, cleaning or repair while the engine 

is running!  
- All protection installations ever have to be mounted duly!  

 
Additional to the instructions for accident protection written above the generally 
accepted rules of technical, work medical and traffic security advices are valid, 
like them of the professional associations.  
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2.3 Security and Warning Signs   

Generally this is very important: 

a) Please comply exactly with all warnings and signs! 

b) Give all security instructions also to all other users of this product! 

c) Please keep all signs and warning signs in good condition or replace them if 

necessary! 

 
 

 
Please read instruction manual and 
security advices before starting on! 
 
 
In case of all maintenance and working or 
repairs stop the motor and remove the 
ignition key. 
 

 

 
Don’t stay in the working area while using 
the lifter! 
 
While using the machine it is not allowed 
to stay between the tractor and the 
machine! 



 © HMF, 48336 Sassenberg-Füchtorf  
 

 

 

Don’t touch machine parts until they don’t 
move any longer! 

Don’t open protection appliances while 
using the machine or while the engine is 
running! 

NEVER touch revolving parts!!! 

Don’t stay near the revolving rotors and 
never touch moving machine parts!  

Wait until they don’t move any longer! 

 

 

 
There is danger of contusion! 
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Caution! 
There is danger of hurled-out pieces 
while machine is running! Pay attention to 
keep a safe distance to the machine! 
 

 

 
Don’t stay in the swerving area of the 
machines! 
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2. Remarks to the road safety  
 

While using public roads and ways the combination of tractor and Mulcher must fulfill 
the rules of road traffic. You have to pay attention to the maximum axle load and the 
maximum load capacity on the tire of the tractor gets not overstepped.   
 
You have to prevent the machine from swinging while the driving by fixing the lower 
fixing points.  
 
After the working you have to prevent that the public streets will be polluted with soil. 
In case of polluting the streets you have to mark the danger zone immediately and to 
clean it as soon as possible. 
 
 
 
 
3. Using possibilities for the Mulcher 
 
You only should use the Mulcher to mill the asparagus fern to short pieces. With the 
Mulcher you can mill the asparagus fern in one or more working steps to very short 
pieces, so you can work it into the soil afterwards. By using the Mulcher added to the 
front hydraulics of the tractor (if the tractor is able to do), you can add another 
machine (for example a rotary tiller) to the back side of the tractor to work the pieces 
into the soil in one working step.  
 
 
 
 
4. Working process 
 
The Mulcher has got a shaft with lots of movably mounted breaking hammers on it, 
and this shaft turns very fast. The breaking hammers break the asparagus fern into 
very little pieces. And by the very fast turning shaft, there is a gravitation head 
created, and so all bended and buckled asparagus ferns will be lifted up and as well 
broken into little pieces.  
Additionally you have two “lifters” which were mounted to the front of the Mulcher, 
and which lift up mechanically the bended and buckled asparagus fern. (Only 
possible in front addition of the Mulcher to the tractor.) 
The shredded pieces of the plant were spread over the soil and can (if the tractor is 
able to) be worked into the soil with the same working step. This effects an optimized 
rotting, followed by an organically optimized quality of the soil. Further, by this 
treating, you will have less rust on the asparagus in the next harvesting period  
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5. Starting up  
 
Please check up before the starting up, whether the machine is delivered completely. 
Parts, which are delivered separately, have to be mounted before the first using.  

All lubrication points have to be lubricated; all gliding pieces have to be fitted 
intensively with grease or oil. (See picture below) You have to check the content of oil 
before the first using. For using with a tractor of more than 120 HP, we recommend 
the use of „Carter SH 320“ High performance oil. Yo u have to change the oil at 
least once per year!  

     
 
5.1 Mounting to the tractor 
 
- Mount the Mulcher to the 3-point link of the tractor.  
- Please adjust the length of the top link that way that the machine is hanging in its 

working position horizontally behind the tractor. 
- You have to fix the lower links in that way that while working on the field a tolerance 

of 1 cm on both sides is possible.  
- Now put on the PTO shaft. The minimum covering of the profile pipe may not be 

remained under 250 mm.  
- The guarding and protection installations of the PTO shaft has to be mounted and 

to be in good condition. Damaged parts have to be replaced immediately.  
- In case of mounting to the front-3-point link of the tractor, you have to mount the 
protection bow to your Mulcher!  
 
 
5.2 Adjustments 
 
Before starting the adjustments you have to pay attention to the fact, that the Mulcher 
has to hang horizontally behind or in front of the tractor and that the lower links are 
uniform in the length. The supporting wheels had to be adjusted in the way that the 
breaking hammers of the Mulcher can work above the soil, not into the soil. The two 
lifters should be above the soil, too.  
 
 

Lubrication point 
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5.3 Working with the Mulcher 
 
Now you can start to work. You drive over the asparagus lines to cut and shred the 
asparagus fern with the Mulcher. The pieces were spread over the soil and, if the 
tractor is able to, may in the same working step be worked into the soil with another 
machine at the back-side of the tractor.  
 
 
6. Maintenance and service 
 

- After the first 10 working hours you absolutely have to check the nuts at the 
wheels and – if necessary – tighten them again. 

- The tire pressure has to be checked once a month. (p = 2 bar). 
- Once a year you have to do an oil-change. 
- You have to do the following maintenance and service workings for to reduce the 

obsolescence of the Mulcher: 
 
 

6.1 Lubrication points 
 
The regular intervals for lubrication and maintenance have to be absolutely 
respected. The lubrication points and the PTO shaft have to be lubricated every 20 
hours of working. 
While re-lubrication there might get some lubricant into the soil, the ground 
water or into the feed. Therefore we recommend on principle the using of 
biodegradable lubricants!        
 
 
6.2 Maintenance of the propulsion  
 
- The propulsion has to be checked of leakage and filling quantity after 20 hours of 

working. 
- If necessary, fill up with gear oil SAE 85W140. 

For using with a tractor of more than 120 HP, we re commend the use of 
„Carter SH 320“ High performance oil. You have to c hange the oil at least 
once per year!  

 
 
6.4 In case of longer breaks between using 
 
- Clean up the Mulcher, do the lubrication as described in this instruction manual 

(see lubrication plan p. 7) and spray with oil. 
- Damages in the lacquer have to be repaired.  


